
22,5x11,75"
FORGED LIGHT
ALLOY WHEEL
SLT 2899 TROU DE FIXATION Ø 26 MM

ET mm

Charge utile max. 4500 kg

Poids moyen 21,7 kg

Alésage central Ø 281 mm

Entraxe de fixation Ø 335 mm

Nombre de trous de fixation 10

Epaisseur face d’appui 22,5 mm

Demi entraxe ~ mm

Montage jumelé non

N° ABE (Allemagne) KBA 49689

Nº d’article Finition de surface Trou de fixation Ø Écrous Simple Écrous Jumelé Code de valve

2899 AM Diamond 26 mm ~ ~ SLT 021

2899 APT Mirror 26 mm ~ ~ SLT 021

Matériau Non laqué, hautement résistant à la corrosion en alliage , T6061

Taille de pneus autorisée p. ex. 355/50 R22,5 | 365/70 R22,5 I 375/50 R22,5 | 385/55 R22,5 | 385/65 R22,5 | 15 R22,5

Couple de serrage de la valve 5 Nm pour valve d'origine SPEEDLINE TRUCK

Pression pneu maximale 9 bar ou la valeur recommandée par le manufacturier de pneumatique

Masse d’equilibrage autorisée Masse clippée ou collée pour roues alliage léger PL

Garantie 5 ans à partir de la date de fabrication, sans limite de kilométrage

SPEEDLINE TRUCK S.r.l.
Viale 1° Maggio 30 
24030 Presezzo (BG), Italy

T: +39 035 4158211 
E: sales.truck@ronalgroup.com speedline-truck.com

Toutes les informations sont sujettes à modification. SPEEDLINE TRUCK se réserve le droit de modifier le design et les détails
techniques. The wheel designs and the content of this product information are protected by copyright. Version FR 4.1,December 2022
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Single mounting 

(a) 7 mm 

(b)   Disc thickness 
 +  Nut length 
 +  2 free turns 
 

 = Projected stud length 
 

Single mounting
  

Single mounting
  
 

MOUNTING INSTRUCTIONS 
SINGLE FITMENT WITH STANDARD OR SLEEVE NUTS 

Mounting with standard nuts 
Bolt hole Ø 26 mm | Nuts size M22x1,5 and 7/8”11 BSF 
 
The wheels require a minimum hub pilot length: (a) 
Ensure the sufficient projected stud length: (b) 

The SPEEDLINE TRUCK forged light alloy wheels are hub 
centric wheels (M system) which can be mounted according to 
ISO standard 4107 or DIN 74361-3. 
 
Torque wheel nut according to vehicle manufacturer. 
If missing: 650 Nm for M22x1,5 and 7/8”11 BSF 

Prior to mounting 
Please check that the vehicle is equipped for the mounting of 
SLT light alloy wheels, as these wheels have a larger flange 
thickness than steel wheels. 
Wheel type: SLT 2898, SLT 2899, SLT 3018, SLT 3063, SLT 
3099, SLT 3187, SLT3598, SLT 3774 
 

Mounting with sleeve nuts 
Bolt hole Ø 32 mm 
 
If the projected stud length is insufficient, as calculated above, 
you may avoid the replacement of the studs by using the 
following sleeve nuts. 
 
By using sleeve nuts, it is possible to recover the minimum 
engaged turns between the nut and the stud and a perfect 
fitment can be achieved. 
 
The wheels require a minimum hub pilot length: (a) 
Ensure the number of turns of engaged threads between 
shank nut and stud: (c) 

   Single mounting 
Bolt hole  Ø 32 mm (a) 7 mm 
  (c)  M22x1,5 min. 14 turns (approx. 21 mm)  
   7/8" 11 BSF min. 10 turns (approx. 24 mm) 

Sleeve nut  M22x1,5  SLT 979 
 7/8”11 BSF   SLT 983 (Only for use on Scania trucks) 
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